
Neo Street light Series 

Ledure Neo Street Light Series ensures long-lasting and High performance, Eco-friendly 
and Energy saving LED Street Lighting option.  Neo Street light consists of Heavy  pressure 
die-cast Aluminum body for effective thermal management , sturdiness & excellent 
corrosion resistant's. This can be an ultimate option for Path ways, Garden Lighting 
arenas,  general area lighting, car washes, cool storage areas, food processing areas, 
beverage and bottling facilities, exterior retail, construction sites, gymnasiums and other 
element based locations.

Series

Input Watt 15 20 25 30 45 System lumens (Lm/W) > 150

Product Code LD-39-15W LD-39-20W LD-39-25W LD-39-30W LD-39-45W CRI > 80

Led /Chip 1 1 1 1 1 Input Voltage (AC) 90-320V

Led Rating Current (mA) 130 130 130 130 130 Power Factor >0.95

Number Of Leds 25 36 44 52 90 Surge Protection Upto 4 KV

View Angle 120* 120* 120* 120* 120* Driver Efficiency (%) >86%

Color Temperature 3000K-6000K 3000K-6000K 3000K-6000K 3000K-6000K 3000K-6000K Driver (Type) Isolate CC

Lumens 1575-1650 2100-2200 2625-2750 3150-3300 4725-4950 Driver Location Internal

Input Current 65 mA 86 mA 108 mA 130 mA 195 mA IP (20/40/65) IP65

Calculated Input current 

(@ 240 V) 66 88 110 132 197 BIS (IS Number) IS 10322 (PART 5/SEC 3)

Output Current 280mA 480mA 600mA 720mA 720 mA BIS (R Number) R-81005061

Output Voltage 45V 36V 36V 36V 54V Led Life > 50000 Hrs

Shape NA NA NA NA NA Operating Temperature -10* to +50* C

Dimensions (Length - 

mm) 327 327 327 327 295 Rated Voltage (AC) 240V

Dimensions (Width - 

mm) 79 79 79 79 135 Frequency (Hz) 50Hz± 2

Dimensions (Height - 

mm) 70 70 70 70 70 Protection

Over Temperature, Short-ci rcuit 

Protection, OC Protection, Reverse 

Polari ty Protection

Dimensions (Cutout - 

mm) NA NA NA NA NA

BIS Model No. LLL15SLS LLL20SLS LLL25SLS LLL30SLS LLL45SLS

MRP(RS) 1200 1400 1450 1500 2000

Packing 12 12 12 12 12

Neo Street Light Additional Information 


