
Stylo Flood Light Series 

Ledure Stylo Flood light is the best in class flood light solution available in the market 
today . The product comes with Inbuilt 8 kva surge protection & IP66 protection which 
is path breaking in the flood light segment. The product comes with Aluminum die cast 
body which helps in proper heat dissipation & provides a long life to the product. The 
beautifully designed product is perfectly suited to light up sign board , bill boards, 
Outdoor advertising , construction sites ,mine areas, landscape gardens , ware houses 
& shipping yards .

Series

Input Watt 30 50 100 150 200 System lumens (Lm/W) > 150

Product Code LD-42-30W LD-42-50W LD-42-100W LD-42-150W LD-42-200W CRI > 80

Led /Chip 0.5W 0.5W 0.5W 0.5W 0.5W Input Voltage (AC) 150-320V

Led Rating Current (mA) 150 mA 151 mA 153 mA 154 mA 155 mA Power Factor >0.95

Number Of Leds 72 120 240 300 400 Surge Protection Upto 8 KV

View Angle 120* 120* 120* 120* 120* Driver Efficiency (%) >85%

Color Temperature 3000K-6000K 3000K-6000K 3000K-6000K 3000K-6000K 3000K-6000K Driver (Type) Isolate 

Lumens 3300 5500 11000 16500 22000 Driver Location Internal

Input Current 130 mA 210 mA 420 630 840 IP (20/40/65) IP65

Calculated Input current 

(@ 240 V)
139 231 463 694 926 BIS (IS Number) IS 10322 (PART 5/SEC 5)

Output Current 480mA 600mA 1.2A 1.8A 2.4A BIS (R Number) R-81005037

Output Voltage 54V 72V 72V 75V 75V Led Life > 50000 Hrs

Shape Rectangle Rectangle Rectangle Rectangle Rectangle Operating Temperature -10* to +50* C

Dimensions (Length - 

mm)
198.4 222 271.5 318 406 Rated Voltage (AC) 240V

Dimensions (Width - 

mm)
183.4 202.8 262.3 282.3 380 Frequency (Hz) 50Hz± 2

Dimensions (Height - 

mm)
40 47.3 57 65.7 102 Protection

Over Temperature, Short-ci rcuit 

Protection, OC Protection, Reverse 

Polari ty Protection

Dimensions (Cutout - 

mm)
NA NA NA NA NA

BIS Model No. LLL30FLS LLL50FLS LLL100FLS LLL150FLS LLL200FLS

Packing 10 10 3 2 2

Stylo Series Additional Information 


